noturoled

Turning Light into Savings p

IR

pimmable ll 50,000
0-10V M Rated
L] L] Life Hours

2000 S. Grove Ave, Bldg B, Ontario, CA 91761 | tel: 909-930-6868 fax: 909-930-9988 | www.mynaturaLED.com

HB/LB
High / Low Bay
70W, 100W, 165W, 200W

naturaLED® offers a variety of High/Low Bay LED Fixtures.
Available in 70 watt to 200 watt for producing the perfect
lumen output for any application. These fixtures are an
excellent replacement for high bays or low bays in applications
such as warehouse, retail ceiling lighting and much more.

Our IP67 model is perfectly designed for industrial, retail and
commercial interiors and exteriors. Optional compatible
wireguards, motion sensors, and photocells are available with
these fixtures.

Key Features & Benefits

IP67*

Uniform and consistent color
Aluminum die-cast housing powder coated
Excellent thermal design

Type V

0-10V dimming

Motion sensor available

Universal Voltage: 120-277V
Operating Temp: -40°F~130°F
Extended 9-foot power cable
50,000 hrs rated average life
Wireguard available as optional
Anti-corrosion (IP67 feature)
Shatterproof PC lens (IP67 feature)
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Applications

» Warehouse Lighting
» Ceiling Lighting

» Retail Lighting

» Distribution Lighting
» Commercial Lighting

Color Choices

® O

Silver  White

Qualifications

@w FE P 5 mobs

* IP67 applies only to 200W Highbay

outdoor rated
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ORDERING INFORMATION

I(t;gi(?e Description 1(;:;!?;; Wattage bﬂ'{‘pﬂ E\(/]vlgtvtglgg ! Voltage (V)  Dimming E/;\?]%T; ﬁ%tl?g Color @ IE
7475 LED-FXHB200/40K/IP67  4000K 200 19,000 400-575 120-277 0-10V TypeV 50,000 Silver °
7476 LED-FXHB200/50K/IP67  5000K 200 20,000 400-575 120-277 0-10v TypeV 50,000 Silver °
7125 LED-FXLB70/40K 4000K 70 6,650 175 120-277 0-10V TypeV 50,000 White

7126 LED-FXLB70/50K 5000K 70 7,000 175 120-277 0-10v TypeV 50,000 White

7128 LED-FXHB100/40K 4000K 100 10,100 250 120-277 0-10V TypeV 50,000 White

7129 LED-FXHB100/50K 5000K 100 10,700 250 120-277 0-10V TypeV 50,000 White

7131 LED-FXHB165/40K 4000K 165 13,900 400 120-277 0-10V TypeV 50,000 White

7132 LED-FXHB165/50K 5000K 165 14,630 400 120-277 0-10V TypeV 50,000 White

7170 LED-FXHB200/40K 4000K 200 20,000 400-575  120-277 0-10V TypeV 50,000 White

7171 LED-FXHB200/50K 5000K 200 20,500  400-575  120-277 0-10V TypeV 50,000 White
ACCESSORIES

Wireguard

P10027 WG-CBL18/WH For indoor fixture only

Motion Sensor for Indoor Application

» On/Off
P10038 SEN-L0S-501-SED 100-277V 2X D Lens
P10040 SEN-L0S-501-SEC 100-277V 3X C Lens e SEN-LOD-SEC/SPC
_ [jm, Height: 15-30ft
» Dimmable — (3-Times Height
P10042 SEN-LOD-500-SED 100-277V 2X D Lens Coverage)
P10044 SEN-LOD-500-SEC 100-277V 3X C Lens
Motion Sensor for Outdoor Application By IP66
SEN-LOD-SED/SPD
P1:)003nE;OﬁSEN L0S-501-SPD 100-277V 2X D L = Heignt: 8-20 ft
=LUE=a= . GILE ) (2-Times Height
P10041  SEN-L0S-501-SPC 100-277V 3X C Lens Coverage)
» Dimmable
P10043 SEN-LOD-500-SPD 100-277V 2X D Lens
P10045 SEN-LOD-500-SPC 100-277V 3X C Lens
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DETAIL SPECIFICATIO

» Dimensions

Ni m’%“"’m 200W 17.80-in 9.80-in 15.00
B

e 70W /100W 17.80-in 7.20-in 10.00

165W / 200W 17.80-in 8.07-in 10.50

> llluminace Distribution

Low Bay Wattage: 100

Low Bay Wattage: 70

High Bay IP67  Wattage: 200

2,832 7% 1467 70e

4,250 2,200
[ [

6T 2,933
7083 50e 3667 50e

8.500 3,000 : 4,400

WAIDS 109 200 30° 409 WAIDS  10° 2% 30° 409 WAIDS  10° 200 300 409
M -0°H W -225°H M - Max Cd: 135° H W -225°H W - Max Cd: 135°H W -225°H
M -a0°H [ -45°H M -0°H [ -45°H -0 H [ -45°H
M -67.5°H M -90°H M -67.5°H M -20°H M -67.5°H
Illuminance Illuminance Illuminance
Cenker Beam fo Center Beam fc Center Beam fo
o 5257 fc A 9.8 ft 9.8 ft o 183.2 fc A 9.1 ft 9.2 ft - 2713 fc A 9.2 ft 9.3 ft
AT 131.4 fc‘ 19.7ft  19.7ft AT 45.8 fc‘ 1830  18.4ft _ 67.8 ﬁ:‘ 184t 187R
_ 53.4-9.5 ft  29.5f _ 20.4 -7.4 ft 277 _ 30.1 [-7.5 ft  28.0Mf
150 3249 !C 39.3fk 3940t 150 11.4 !C 36.6 ft 36.9 ft 160 17.0 !C 3.8 374ft
S00R 21.0fc 49.1ft 4921t S00R 7.3 fc 45.7 ft 46.1 ft 0.0 10.9 fc 459t 46.7ft
sa0f 14.6 fc 509.0ft  59.10t sa0f 5.1 fc 54.9ft 553t 240R 7.5 fc 551f 56.1ft
M vert, Spread: 101.7° M Vert, Spread: 97.7° M vert, Spread: 97.9°
M Horiz, Spread: 101.8° M Horiz, Spread: 98,1 M Horiz, Spread: 98.9°
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High Bay Wattage: 165 High Bay Wattage: 200

Polar Candela Di

983 0° 1167 0°
1,367 7% 2,333 700
2,950 3,500

60 60
3,933 4,667
4317 o £.333 o
£.300 7.000
WAID® 10 20% 30°  40° WAID® 10® 20% 30°  40°

W - Max Cd: 202.5% H W -225°H W -0°H W -225°H

M -0°H M -45°H W -90°H M -45°H

M -920°H M -67.5°H M -67.5°H

Illuminance at a Illuminance at a
Center Beam fo Center Beam fic

o 363.1 fc A 9.5 ft 9.6 ft o 436.2 fc A 9.5 ft

AT 90.8 fc‘ 19.1ft  19.1F AT 109.0 fc‘ 19.0ft  19.2ft

= w3@d s zarn = aes@d zosn 26an

150 227 fc 38.1ft 383 150 2713 fc 380ft 3830

S00R 14.5fc 47.7ft 47910 S00R 17.4 fc 47.5ft 479
Sa0f 10.1 fc 572t 574t Sa0f 12.1fc 57.0f  57.5ft
M vert, Spread: 100.0° M vert, Spread: 99.58°
M Horiz, Spread: 100,2° M Horiz, Spread: 100,3%

» Master Carton Package

Package
(Master)

1
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